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TECHNICAL SPECIFICATIONS 

Composition Lamb Skin and Cotton 

Color Grey/Red 

Thickness Palm – 1.1 - 1.2 mm | Back – 1.1 - 1.2 mm 

Standards 
Product in compliance with the Regulation of the European Directive (EU) 2016/425, 
namely in relation to ergonomics, safety, comfort, ventilation and flexibility, with 
standard EN 388: 2016 CE and general requirements EN 420: 2003 + A1: 2009. 

 

SAP SIZES WEIGHT  EAN 

CHS05010507 7 64 gr 12 5608907547922 

CHS05010508 8 72 gr 12 5608907547939 

CHS05010509 9 80 gr 12 5608907547946 

CHS05010510 10 88 gr 12 5608907547953 

CHS05010511 11 96 gr 12 5608907547960 

CHEMITOOL Driver Glove adjustable with Velcro for general use made of lambskin and 

breathable cotton back, reinforced on the thumb and elastic cuff adjustable with velcro. 

Recommended for civil construction, metallurgical industry, transport and handling of materials 

and assembly of parts. 

DRIVER GLOVE ADJUSTABLE WITH 
VELCRO 

 100% cotton breathable back 

 Leather palm, forefinger, thumb and fingertips 

 Excellent mechanical properties 

 Provides excellent touch 

 Elastic cuff adjustable with velcro 

Note: The technical information provided, either verbally or in writing, is based on our current knowledge and should be considered as 
collaboration without commitment. The use of the product is beyond our control, thus, we rule out any responsibility for its improper use. 
The customer is responsible to confirm and validate (by testing) if the product is suitable for the process and the type of use in question. Our 
purpose is exclusively to guarantee the quality of the products, according to our standards. 

 


