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Note: The technical information provided, verbally or in writing, is based on our current knowledge and should be regarded as non-binding collaboration. The use of the
product is beyond our control, therefore we disclaim all liability for improper use of the product. The customer is responsible for confirming and evaluating (through
testing) whether the product is suitable for the process and type of use in question. Our purpose is exclusively to guarantee the quality of the products in accordance with
our standards.

Robust and high-quality cable reel for Schuko type 
sockets.
Product with excellent safety features.
Made for permanent indoor/outdoor use.

Areas of application
For permanent indoor/outdoor use on building sites and in 
the industrial sector.

Advantages
•Robust and high quality reel.

• Plastic body, with tubular steel base.
• Cable H05RN-F 3G2.5 mm².
• 230 V earth plug, for German Schuko or 

French sockets.

•High security.
• Overload protection.

•For permanent outdoor use.
• Protection rating IP44.
• Equipped with 4 sockets with 230 V earth 

connection, protected with shutter and 
against splashing water.

•Easy to transport.
• Ergonomic handle.

SAP CHT010101020200 CHT010101020400

Material Plastic / steel Plastic / steel

Max. power 3000 W 3000 W

Power supply with coiled cable 1000 W 1000 W

Feeding with uncoiled cable 3000 W 3000 W

Max. power capacity 13 A 13 A

Rated voltage 230 V 230 V

Plug Schuko Schuko

Type of connection Grounding 230 V / 13 A Grounding 230 V / 13 A

Built-in sockets, with earth connection 4 4

Colour Black Black

Cable length 20 m 40 m

Type of cable H05RN-F 3G 2.5 mm² H05RN-F 3G 2.5 mm²

Protection class IP 44 IP 44
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